


IB-150 Kit (98-000040-02)
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Quadrus EZ IB-150Quadrus EZ Cable

Trigger 4-pin Connector

Power 3-pin Connector

Pin Function
1 Power + 10 to 28VDC (out)a

a. For NPN type, connect pins 1 and 4.

2 Trigger (–) (in)b

b. For PNP type, connect pins 2 and 3.

3 Power Ground
4 Trigger (+) (in)a

Pin Function
1 Power Ground
2 Chassis Ground
3 Power + 10 to 28VDC (in)

IB-150 Port Connectors

Pin Reader Host Aux Port
1 Chassis ground Chassis ground Chassis ground
2 TxD TxD RxD
3 RxD RxD TxD
4 RTS/Aux TxD RTS/Aux TxD NC
5 CTS/Aux RxD CTS/Aux RxD NC
6 Output 1 (+) Output 1 (+) Output 1 (+)
7 Signal GND Signal GND Signal GND
8 Output 2 (+) Output 2 (+) Output 2 (+)
9 Trigger (–) Trigger (–) Trigger (–)
10 Trigger (+) Trigger (+) Trigger (+)
11 Default Default Default 
12 Input 1 (+) Input 1 (+) Input 1 (+)
13 RxD (+) RxD (+) RxD (+)
14 TxD (–) TxD (–) TxD (–)
15 Output 3 (+) Output 3 (+) Output 3 (+)
16 RxD (–) RxD (–) RxD (–)
17 Power ground NC Power ground

18 Power +10 to 
28 VDC NC Power +10 to 

28VDC
19 TxD (+) TxD (+) TxD (+)
20 Output 1 (–) Output 1 (–) Output 1 (–)
21 Output 2 (–) Output 2 (–) Output 2 (–)
22 Output 3 (–) Output 3 (–) Output 3 (–)
23 Input 1 (–) Input 1 (–) Input 1 (–)
24 New master (–) New master (–) New master (–) 
25 New master (+) New master (+) New master (+)
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IB-151 Ethernet/USB Interface (99-000009-02)
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IB-151 USB

IB-151 Host 

Pin USB Port
1 +5VDC
2 Data (–)
3 Data (+)
4 GND

Pin Host Porta

13 NC
14 NC
16 NC
19 NC

a. All other pins are as 
shown on the reader port 
of the IB-150.

IB-151 Ethernet
Pin Ethernet Port
1 Ethernet TX (+)
2 Ethernet TX (–)
3 Ethernet RX (+)
4 NC
5 NC
6 Ethernet RX (–)
7 NC
8 NC

IB-152 Terminal Strip Interface Kit (98-000039-02)
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Quadrus EZ
2. Pry at this point to 

separate cases

1. Remove two screws  
from top case at these 
locations.

3. Connect external 
wires to terminal con-
nections as marked. 
(See host or aux port 
pinouts on IB-150.)

Note: Inside terminal assembly can be 
flipped over as required by application.

IB-150

Gender 
Changer

IB-152

Steps for wiring the 
IB-152 Interface:

Note: The IB-152 kit includes a gender changer. The gender changer is 
only used for direct connection between the IB-152 and the Quadrus EZ.
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